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Barbieri DOC (Digital Output Control)
Easy Process Control

for Digital Large Format Printing

Barbieri SpectroPad DOC with
build in process control analysis

Barbieri DOC (Digital Output Control) is the solution
for process control and image quality evaluation in
digital printing. It compares the actual print with a
preset reference and gives immediate feedback if
color values are within tolerance - without a computer,
directly at the large format printer.

Do you know if your printing conditions have changed?
Do you know if you are able to reproduce the same
colors again? Media, ink, temperature, humidity,
workflow, printer interventions; there are many factors
which influence the color appearance in digital large
format printing.

For this very reason, BARBIERI introduces Barbieri DOC
(Digital Output Control). This process control solution
checks the stability of the digital printing process and
is tailored to the needs of large format, flatbed and
industrial printing. It is easy to use and straightforward
thinking: the actual state of a printer/media combina-
tion is set as a reference and all following prints are
compared to this. For the wide range of media used in
digital large format printing, Barbieri provides presets
and templates tailored to each special media charac-

The DOC process control solution by Barbieri consists
of the innovative SpectroPad and built in DOC software.
Using SpectroPad DOC, the stability of the printing pro-
cess can be instantly verified and can determine if an
actual printis within specifications directly at the printer.
Being wireless (battery operated and data transmission
by WiFi) the control strip is measured directly on the
printer, the measuring device calculates the DOC report
internally and instantly displays results on the touch
screen. If required, the data can be sent wirelessly to a
computer to print and store report data.

In addition to process control, Barbieri provides tools to
evaluate image quality in digital printing. For instance,
the homogeneity of a print can be evaluated according
to the Fogra M-Score.

Barbieri DOC also supports calculations according to
Fogra PSD and IDEAlliance.

Barbieri DOC is available for SpectroPad, Spectro LFP
and Spectro Swing.
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AE,, average: 016  AE, max: 0.85
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Barbieri DOC report shown
on SpectroPad DOC

Headquarter Barbieri electronic snc/OHG | Via |.-Seidner-Str. 35 | 39042 Bressanone/Brixen - Italy | Phone +39 0472 834 024 | info@barbierielectronic.com
Sales Office North America Barbieri North America Inc. | 18 Bridge Street Unit 2A | Brooklyn NY 11201 | Phone +1801-704-0906 | info@barbierielectronic.us

www.barbierielectronic.com

05.2019 - Specifications are subject to change without notice.

dvmeds




